


CHAPTER3 FUNCTIONS 





This chapter describes the functions of SPC internal registers, memory, and buffers. 
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3.1. INTERNAL REGISTERS 





Indicates the relationship between signal input to access SPC internal registers and 


accessed registers. 
Depending on the type of information, the SPC register where the MPU reads/writes 


differs (data register or MCS buffer). 


@ Internal Register Access 
Tables 3.1a and 3.1b show the access state to internal registers for 80 series and 68 series 
modes. 


Table 3.1a Internal Register Access (80 Series Mode) 


| eso | BRET | ao | pistope? | topo 


Odd address register Even address register 


| 0 | 0 | 1 JOddaddressregistr [HZ 
poo | ct | co faz | Even adress register 
poof tT Hz [Odd adress register 


*4 Set BHE pin to 1 for 8-bit bus operation. 
*2 Connect about 10-kQ pull-up resistor to the UDP and D15 to D8 when using 8-bit bus.. 
















Table 3.1b Internal Register Access (68 Series Mode) 


[ese [oos* [tps | ao" | oieteoe? 4] —=—iertoDo 
OC 
po [0 [0] 7 [even across esser | once reiner | 

i 










*1 Set AO pin to 1 for 16-bit bus operation. 
*2 Set UDS pin to 1 for 8-bit bus operation. 
*3 Connect about 10-kQ pull-up resistor to the UDP and D15 to D8 when using 8-bit bus. 
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@ Data Flow During Transfers 


scsi 


interface 


Depending on the type of information, the SPC register where the MPU reads/writes differs 
(data register or MCS buffer). There are also program transfers and DMA transfers. For DMA 
transfers, data phases are supported, but messages, commands, and status phases are not. 


Table 3.1¢ shows the relationship between information types and registers (program transfer/ 
data transfer). Figure 3.1 outlines the internal flow of information. 


Table 3.1¢ Relationship between Information Types and Registers 
Program transfer DMA transfer 
Information (via MPU bus) (via DMA bus) 


Message phase 

MCS buffer ; 
Command phase (32 byte input/output) Not possible 
Status phase 


32 bytes 




















Send MPU 
interface 
MSG, CMD, status 


Buffer MCS 
buffer 
window 
Receive 


MSG, CMD, status 


MPU 
Buffer interface 


User pro- 
gram 


User program 
memory 
interface Program 


transfer 
(data 


register) 


32 bytes 


Data register DMA 
interface DMA 


(FIFO) transfer 





Figure 3.1 Internal Flow of information 
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3.2. BASIC CONTROL REGISTER 


This register controls the SPC and confirms SPC states. 


00, 








OFy 
10, 10, 10, 10, 

Initial User SCAM 
setting program register 
register memory window 

1F,, L_window 1Fy 1F, |_window 1Fy 





Note: SCAM register window is available in MB86604L only. 


@ BASIC Control Register 
Table 3.2 lists the BASIC control register. 


Table 3.2 BASIC Control Register List 


mepyeympe] wm |e 
[Ad | As | a2 | At | Ad | 


foo} o} of o}o|o] SCSI output data register (First) | SCSI input data register (First) 


SCSI output data register SCS] input data register 
(Second) (Second) 


Fae [ oo [0] 1 | © | Orectconioresiter | SPCstauaregiter __—_—| 
03 


| 03 | (RESERVED) Nexus status register 
SEL/RESEL-ID register 


| 05 | o | Command register 

06" |) Ou) G- | al tO: Data block register (MSB) e 

por fo | o[+|1| + |Paatonressertss) | ———~*d 

posto [1 [0] 0 | 0 [aabyersserws) | ——s 

poo fo [1 [oo] 1 [Oaatyerase | 
e 


Data byte register (LSB)/MC 
0A 1 1 ; 
byte register 
1 1 Diagnostic control signal SCSI control signal status 
register register 
foc; of 1{/1/o]o| Transfer mode register 
ERE REE Transfer period register 


| 00 | 
foe [0 [+ [1 [4 [0 | Tansterotsetregister | 
ER EP ee eeeese Window address register 












Interrupt status register 











Command step register 





























Modified byte register 
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3.2 BASIC CONTROL REGISTER 


3.2.1 Output Data Register (Write) 








In the data phase program transfer mode, the output data register outputs data to the 
SCSI bus. 





@ Output Data Register (Write) 


The output data register configuration is shown below. 


7 6 5 4 3 2 1 0 
‘00,’ 


SCSI output data (First) 


‘01 a 


SCSI output data (Second) 
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3.2 BASIC CONTROL REGISTER 


3.2.2 Input Data Register (Read) 





in the data phase program transfer mode, the input data register inputs data to the 
SCSI bus. 


H# Input Data Register (Read) 


The input data register configuration is shown below. 


7 6 5 4 3 2 1 0 


‘00,’ 
SCSI input data (First) 





‘O14 n 


SCSI input data (Second) 
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3.2 BASIC CONTROL REGISTER 


3.2.3 Direct Control Register (WRITE) 


The direct control register (WRITE) provides direct control regardless of whether a 
command is issued to the SPC. 


@ Direct Control Register (WRITE) 


The direct control register bit configuration is shown below. 


7 6 5 4 3 2 1 0 
‘02,’ |pc pc 
7 4 
Next, the functionality of each bit is described. 


BIT 7: ATN signal control 
Control bit for direct contro! of ATN signal assert. 
When the SPC operates as an initiator, the ATN signal is asserted by writing 1 in BIT 7. 
Effective for interrupting a data phase (produces attention condition). 


After writing 1 in BIT 7 and asserting the ATN signal, be sure to write 0 and return to the 
initial state before issuing the next command. The ATN signal is not negated by writing 
0. In order to negate the ATN signal, issue a RESET ATN signal. 


In Figure 3.2.3, the relationship between transfers and BIT 7 is diagrammed in a flowchart. 


Start transfer 
Write 1 in direct control register BIT 7 


(Assert ATN signal) 
(Target: move to message out phase) 


End transfer 

















"Phase error In Transfer Progress" 


Write 0 in direct control register BIT 7 






There are three SEND-MSG commands: 





® Send 1-MSG 
SEND MSG command _« Send 1-MSG with ATN 
e Send N-MSG 


Figure 3.2.3 Transfer Flowchart (Direct Control! Register: BIT 7) 
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BIT 4: TMOUT signal clear 


Control bit to clear the TMOUT pin signal. 


The TMOUT pin is cleared by writing "1" to this bit while the SPC Busy bit (Bit 6) in the 
SPC Status Register (02h) = “O". When SPC Busy = "1", the TMOUT pin is not cleared. 
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3.2 BASIC CONTROL REGISTER 


3.2.4 SPC Status Register (READ) 








The SPC status register shows the operating state of the SPC. 


@ SPC Status Register (READ) 
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The SPC status register (READ) bit configuration is shown below. 


3 
Data register not full/empty 


DATA TRANS NOT REQ 


SPC not Timeout 


DATA TRANS NOT READY 
READY state 


Next, the functionality of each bit is described. 


BIT 7: 


BIT 6: 


BIT 5: 


BIT 4: 


Interrupt request 

When there is an interrupt request from the SPC to the host MPU, 1 is indicated. While 
linked to the INT signal (interrupt request signal) to the host MPU, this bit indicates 1 
whenever there is an interrupt request regardless the interrupt is enabled or disabled 
(interrupt enable register). 


BUSY state 

Shows that the SPC is operating. 

When the SPC receives a command or automatically begins operating (at Automatic 
selection/reselection response mode), 1 is indicated. 

When the operation is successfully completed or ends unsuccessfully because of an 
error, 0 is displayed. 

If a command is issued when BIT 6 is 1, except for SOFTWARE RESET, the command 
is ignored and a COMMAND REJECTED interrupt reported. 


DATA TRANS READY state 

Shows that a transfer is possible (during transfer). 

When the SPC receives a transfer-related command and the SPC internal set-up 
finishes, 1 is displayed in this bit. 


SPC Timeout State 

Shows that SPC is operating over the time specified in the SPC timeout Setting register. 
When the SPC’s operation terminated within the time specified, this bit value is "0". This 
bit can be cleared by writing "1" to the TMOUT pin clear bit (Bit 4) of Direct Control 
Register while SPC busy=0. 
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BIT 2: 


BIT 1: 


BIT 0: 


DATA TRANS REQ 

Shows state of data phase transfer request. 

During SCSI-INPUT, when two or more bytes can be read from the data register (the 
data register contains two or more bytes) or when the data register contains the fast 
byte, 1 is indicated. 

During SCSI-OUTPUT, when two or more bytes can be written in the data register (the 
data register contains 30 or less bytes) or the last byte can be written in the data 
register, 1 is indicated. Refer to this bit wnen conducting a program transfer. 


Also, when DMA transfer mode, "1" will be indicated in this bit while the DREQ signal is 
asserted. 


Data Register FULL 
When the data register is FULL, 1 is indicated. 


Data Register EMPTY 
When the data register is EMPTY, 1 is indicated. 
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3.2 BASIC CONTROL REGISTER 


3.2.5 Nexus Status Register (READ) 





The nexus status register (READ) shows the SPC internal state and the nexus 
counterpart ID. 


@ Nexus Status Register (READ) 


The nexus status register (READ) bit configuration is shown below. 






at Last nexus counterpart ID number 


(RESERVED) 
(RESERVED) 


Execute No _———— Execute ——— 


—— function 
Disconnected 
| initiator function =| function 


Next, the functionality of each bit is described. 












BIT 7: Initiator function 
When the SPC starts as the initiator, 1 is indicated. At the following points, 1 is indicated. 


* Reselection by the target (SEL and I/O signals are true when the self ID bit is true). 

¢ After acquiring bus usage rights as the initiator and asserting the SEL signal, when the 
ID bit is sent to the data bus during the selection phase or when the ATN signal is 
asserted simultaneously. 


When the SPC is disconnected by the target and |I-T nexus is released, 0 is indicated. 
BIT 6: Target function 
When the SPC starts as the target, 1 is indicated. At the following points, 1 is indicated. 


* Selection by the initiator (SEL signal is true and I/O signal is false when the self ID bit 
is true). 

e After acquiring bus usage rights as the target and asserting the SEL signal, when the 
ID bit is sent to the data bus during the reselection phase or when the I/O signal is 
asserted simultaneously. 

When the SPC is disconnected and I-T nexus is released, 0 is indicated. 
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BIT 5: Padding operation 


1 is indicated when the SPC receives a data transfer command with padding and then it 
did not perform the padding transfer after transferring the specified byte data. When the 
padding transfer is performed, 0 is indicated. This bit does not change if a data transfer 
command without padding is performed. 


Also, please read out the value for this bit until the disconnect is occurred, since this bit 
is cleared when the device is newly nexused. 


Furthermore, this bit can not be referred by the user program. 


BIT 2-0: Final nexus counterpart ID 
Stores nexus counterpart ID. BIT 2-0 are set at the following points. 


¢ During the initiator function in the selection phase, when a BSY signal is received from 
the counterpart target. 


* During the target function in the reselection phase, when a BSY signal is received 
from the counterpart initiator. 


* During the intiator function, when a BSY signal is asserted in response to a target 
reselect request. 


* During the target function, when a BSY signal is asserted in response to an initiator 
select request. 


Data is stored in those bits even when the SPC is disconnected. This data is rewritten 
when a new nexus is established. 


When the SPC is the target in the Automatic selection response mode, it operates 
automatically up to the command phase. At which time, the host MPU can reference 
this register to find out the initiator ID number. Also, when the SPC is the initiator in the 
Automatic reselection response mode, it operates automatically up to the message in 
phase. At which time, the host MPU can reference this register to find out the target ID 
number. (See 3.3.4 for more about the Automatic selection/reselection response mode). 
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3.2 BASIC CONTROL REGISTER 


3.2.6 SEL/RESEL ID Register (WRITE) 


The SEL/RESEL ID register (WRITE) specifies DMA transfer misalignment processing 
and the selected counterpart bus device ID. 


™@ SEL/RESEL ID Register (WRITE) 
The SEL/RESEL ID register (WRITE) bit configuration is shown below. 


7 6 5 4 3 2 1 =«0 
SI SI] St sl 
7 2];1]0 


04, 






] Specifies the counterpart ID number for selection/reselection. 


(RESERVED) 
(RESERVED) 
(RESERVED) 
(RESERVED) 


Perform DMA misalignment | Do not perform DMA mis- 
alignment 


Next, the functionality of each bit is described. 
BIT 7: DMA transfer misalignment 


Please set when the DMA transfer width is 16 bits, the first MPU/DMA side read/write is 
done by byte access, and writing to the system memory or reading from the system 
memory is performed to/from an odd address. 


1:Writing to the system memory or reading from the system memory can be performed 
to/from an odd address. 


0:Writing to the system memory or reading from the system memory can be performed 
to/from an even address. 
See 6.2 for more details. 


BIT 2-0: Setting SEL-RESEL ID 
Specify the counterpart bus device ID number for selection/reselection with a binary digit. 


@ Setting Transfer Mode/Transfer Parameters 


When setting the transfer mode/ransfer parameters (PERIOD, OFFSET), after specifying the 
counterpart ID number in the SEL/RESEL ID register, set the following. 


* Transfer mode register (address OCy)) 
e Transfer period register (address ODy) 
* Transfer offset register (address OEy) 


For a target in the selection phase to which only the target ID bit is sent (single initiator), set the 
transfer parameters with the initiator ID number as 0. 
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3.2 BASIC CONTROL REGISTER 


3.2.7 Interrupt Status Register (READ) 








The interrupt status register (READ) displays the reason for the interrupt using an 8-bit 
code. 





@ Interrupt Status Register (READ) 
The interrupt status register (READ) bit configuration is shown below. 
7 6 5 4 3 2 14°90 


‘04, IS IS } 1S JIS 


2];1]0 





The interrupt status register, an FIFO-type register (8 bytes), stores interrupt codes which occur 
until the command is completed and can store two or more interrupt codes. Read this register 
when BIT 7 (interrupt request exists) of the SPC status register (address 02,,) is 1. 


After each host MPU read operation, this register indicates the next interrupt code. 


The interrupt status register value occurs at the step indicated by the command step register 
(address 05,,). Therefore, read this register and the command step register at the same time. 


With an 8-bit MPU, read the command step register after reading the interrupt status register 
(unless this is done, the next interrupt code will not be shown). 


See 5.7 for more on interrupt codes. 
Notes on Reading Interrupt Status Register 


1) If Bit 7 of automatic operation mode setting register (address 1Ch) is set to "1", all the 


interrupt code should be read out from this register. Otherwise, any commands issued later 
will be ignored. 


2) Do not access this register until SPC Busy bit (Bit 6 of SPC Status register) becomes "0" after 


the command was issued. Also, please read out the interrupt codes before issuing new 
command. 
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3.2 BASIC CONTROL REGISTER 


3.2.8 Command Register (WRITE) 


The command register (WRITE) issues commands for the SPC. 





m@ Command Register (WRITE) 


The command register (WRITE) bit configuration is shown below. 


When CM7=1, specify the head address of the user program 
memory where the user program resides. 





User program operation General command operation 


Next, the functionality of each bit is described. 


BIT 7: User program operation 
This bit indicates whether the SPC operation will be conducted by the user program or 
by command. The meaning of BIT 6-0 changes depending on this bit setting. 


0:Write the command code in BIT 6-0 (see chapter 4 for more on command codes). 


1:Write the head address of the user program in BIT 6-0 (Figure 3.2.8). The SPC starts 
executing from the command at the address specified in the user program memory 
written in this bit. The head address of the user program can be specified in 2-byte 
units (only even address). 


7 6 5 4 3 2 1 490 
CM |CM |CM JCM | CM] CM] CM 
67 5/4] 3},2],1 40 









Commad 

Register 

User program Lec eile 

memory address | AD] AD] AD| AD] AD| AD] AD 
(256 bytes) 7), 6)5/4)3)2]1 


Loweset address bit handled as 0. 


Figure 3.2.8 Relationship between Command Register (BIT 7 = 1) and User Program Memory 
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3.2 BASIC CONTROL REGISTER 


3.2.9 Command Step Register (READ) 








The command step register (READ) indicates the number of command execution steps 
and program steps in the user program. 


An FIFO-type register (8 bytes), it stores command steps corresponding to the 
interrupt status register. 





m Command Step Register (READ) 
The command step register (READ) bit configuration is shown below. 


CS|CS|CS|CS|/CS|CS|CS|CS 
7/6/5141 3]2]/1]0 


054" 






| Number of command execution steps 


Number of command executions/ 
AUTO selection sequence code 


Next, the functionality of each bit is described. 


BIT 7-4: Number of user program command executions/Automatic selection response mode 
sequence code 
During user program operation: Ring counter which indicates the number of command 
executions. Advanced with each command execution start. 
Only counts discrete commands. Special commands are not counted (see 4.1 for more 
on discrete commands and special commands). 
During Automatic selection response mode (target only) operation: Indicates the type of 
response operation sequence (see 3.3.4 for more on the Automatic selection response 
mode). 

BIT 3-0:Number of command execution steps 
Indicates the number of command execution steps. Step codes are defined for each 
command (see chapter 4 for more on command steps). Same when set to the 
Automatic selection/reselection response mode. In the Automatic receive mode, 
information is received but this bit is not affected. 
(Example) When an "Initial phase error & MSG-receive” interrupt occurs, the execution 
step at which the phase error occurred is indicated. 


Notes on Reading Command Step Register 


1) The contents of interrupt status register (address 04h) are the interrupt codes 
generated at the step indicated in this command step register. Therefore, it is 
necessary to read out this register along with the interrupt status register. 

When 8-bit MPU is used, be sure always read out this step register after reading out 
the interrupt status register. If not, the next interrupt status will not be indicated. 
Also, if this register is read out before reading out the interrupt status register, the 
correct interrupt status will not be read out. 


2) Please do not access this step register until Bit 6 (GPC Busy bit) of SPC Status 
register becomes "0" after issuing the command. If anew command is issued, 
please read out the existing step codes in advance. 
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3.2 BASIC CONTROL REGISTER 


3.2.10 Data Block Register (READ/WRITE) 


The data block register (READ/WRITE) specifies the number of blocks for data phase 


transfers. 


HM Data Block Register (READ/WRITE) 


The data block register (READ/WRITE) bit configuration is shown below. 






7 6 5 4 3 2 1 =«0 
15 |14 {13/42 ]11]10 |} 9 | 8 
‘07, 





BL | BL | BL ]BL |} BL | BL /BL JBL 
7;6'5 74 7/3 247110 


Specify the number of blocks to be transferred in the data phase in the data block register bits. 





Fixed length: Specify the number of transfer blocks. 
Variable length: Enter 0001). 


This registers read values become valid after the completion report (including abnormal 
completions), 

when the data block register and byte register are both 00 following a normal completion or 
when the number of untransferred blocks and bytes are reported following an abnormal 
completion. 


(Example) 

Set values: Blocks at OOOA,, and byte length at 000100,,. 
Normal: Blocks at 0000,, and byte length at 000000),. 
Abnormal 1: Blocks at 0004,, and byte length at OOOAC,. 


In this case, the untransferred data is four blocks and AC,, bytes. Meanwhile, the transferred 
data is five blocks and 54,, bytes. 


Abnormal 2: Blocks at 0004,, and bytes at 0000,,. 
In this case, the untransferred data is four blocks, and the transferred data is six blocks. 
Abnorma! 3: Blocks at 0005,, and byte length at 0100,,. 


In this case, the untransferred data is six blocks (five blocks and 100, bytes), and the 
transferred data is four blocks. 


@ Data Block Register Access 


34 


The data block register becomes valid after the completion report (including abnormal! 
completions). Prior to the completion report, initial values are indicated. 


Please specify (set) this register when SPC Busy bit (Bit 6 of SPC status register) = “0”. 
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3.2 BASIC CONTROL REGISTER 


3.2.11 Data Byte/MC Byte Register (READ/WRITE) 


The data byte/MC byte register (READ/WRITE) specifies the number of transfer bytes 
for data phase transfers and message phase/ command phase transfers. 


™ Data Byte/MC Byte Register (READ/WRITE) 
The data byte/MC byte register (READ/WRITE) bit configuration is shown below. 


7 6 5 4 3 #2 1 0 
BY | BY | BY | BY | BY [BY | BY |BY 
23 | 22] 21 120]19118 | 17 116 
BY | BY | BY | BY | BY | BY | BY |BY 

PERER REE 
BY | BY |BY | BY | BY | BY | BY | BY 
~ EREERE 


¢ Data byte register (BY23-BY0) 


08,; 


09, 





Specify the number of bytes for data phase transfers. 


Fixed length: Specify the length of a single block. 
Variable length: Specify the number of transfer bytes. 


¢ MC byte register (BY7-BY0) 


Specify the number of bytes for message phase and command phase transfers. 
Only specify the number of transfer bytes in this register when the command being 
issued requires that the number of transfer bytes be set. 


This registers read values become valid after the completion report (including abnormal 
completions), 

when the data block register and byte register are both 00 following a normal completion or 
when the number of untransferred blocks and bytes are reported following an abnormal 
completion. 


(Example) 

Set values: Blocks at OOOA,, and byte length at 000100,, 
Normal: Blocks at 0000, and byte length at 000000,,. 
Abnormal 1: Blocks at 0004, and byte length at OOOAC,,. 


In this case, the untransferred data is four blocks and AC,, bytes. Meanwhile, the transferred 
data is five blocks and 54,, bytes. 


Abnormal 2: Blocks at 0004, and byte at 0000,, 

In this case, the untransferred data is four blocks, and the transferred data is six blocks. 
Abnormal 3: Blocks at 0005,, and byte length at 0100,,. 

In this case, the untransferred data is six blocks (five blocks and 100, bytes), and the 


transferred data is four blocks. 
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—@ Data Byte/MC Byte Register Access 


The data byte/MC byte register becomes valid after the completion report (including abnormal 
completions). Prior to the completion report, initial values are indicated. 


However, when used as the MC byte register, initial values are always shown. 


Please specify (set) this register when SPC Busy bit (Bit 6 of SPC status register) = "0". 
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3.2 BASIC CONTROL REGISTER 


3.2.12 DIAGNOSTIC Control Register (WRITE) 





The DIAGNOSTIC control register (WRITE) emulates the SCSI signal sequence during 
the Diag mode. 


M@ DIAGNOSTIC Control Register (WRITE) 
The DIAGNOSTIC control register (WRITE) bit configuration is shown below. 


vO 

c/D 

MSG 

BSY 
(RESERVED) 
ATN 

ACK 

REQ 





This register becomes valid from issuance of INIT DIAG START Of TARG DIAG START 
command to the DIAG END command. 


When 1 is written in the bits corresponding to the control signals, this signal is asserted. 


Note:Write “00,,” to this register prior to the issue of INIT DIAG START Or TARG DIAG START 
command. 
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3.2 BASIC CONTROL REGISTER 


3.2.13 SCSI Control Signal Status Register (READ) 





The SCSI control signal status register (READ) shows the state of the SCSI control 
signals. 
Valid in Diag mode as well. 





@ SCSI Control Signal Status Register (READ) 


The SCSI control signal status register (READ) bit configuration is shown below. 


sc {SC}SC}SC|SC}SC]Sc |sc 
776/574] 3]/2 7170 


‘0B,’ 





vO 
c/D 
MSG 
BSY 
SEL 
ATN 
ACK 
REQ 


When the control signal corresponding to these bits is asserted, 1 is set. 
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3.2 BASIC CONTROL REGISTER 


3.2.14 Transfer Mode Register (WRITE/READ) 


The transfer mode register (WRITE/READ) specifies the data phase transfer mode 
(synchronous transfer/asynchronous transfer). 


@ Transfer Mode Register (WRITE/READ) 
The transfer mode register (WRITE/READ) bit configuration is shown below. 














(RESERVED) 
(RESERVED) 
(RESERVED) 
(RESERVED) 
(RESERVED) 
(RESERVED) 
(RESERVED) 


ptm ts | itso 


Next, the functionality of each bit is described. 






BIT 7: Transfer mode 


Specifies the data phase transfer mode for the bus device ID listed in the SEL/RESEL 
ID register (address 04,). 


1: Data transfer in synchronous mode. 
0: Data transfer in asynchronous mode. 


™@ Setting Transfer Mode Register 


This register can store the transfer mode for each connected device. So, please set this 
register after the counterpart’s ID to perform the data transfer is set to the SEL/RESEL ID 
register (address 04h). Once setting this register, the transfer mode will be automatically set to 
this register just only setting the SEL/RESEL ID register later, until a system reset or software 
reset is performed. 
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3.2 BASIC CONTROL REGISTER 


3.2.15 Transfer Period Register (READ/WRITE) 


The transfer period register (READ/WRITE) specifies the synchronous transfer period 
for data phase transfers. 


H Transfer Period Register (READ/WRITE) 
The transfer period register (READ/WRITE) bit configuration is shown below. 


7 6 5 4 3 2 1 #90 
TP; TP | TP ITP] TP 
47,3]/2]1]0 


0D," 





REQ/ACK signal minimum repetition time (MAX:32) 


(RESERVED) 
(RESERVED) 
(RESERVED) 


Set the synchronous transfer period for the bus device ID specified by the SEL/RESEL !D 
register (address 04,,). Note that higher transfer rate than the actual rate may be set if the input 
clock is high. (ex. 40 MHz: 04h or higher, 30 MHz: 03h or higher, 20 MHz: 02h or higher) 


The following equation shows the relationship between the input block frequency and the 
maximum synchronous transfer speed. 


(maximum synchronous transfer speed) x (transfer period) = input block frequency 
(example) 10 Mbyte/s x 2 = 20 MHz 


Table 3-5 shows the relationship between the transfer period register bit setting and the REQ/ 
ACK signal minimum repetition time. 
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Table 3.2.15 Relationship between Transfer Period Register and REQ/ACK Signal Minimum Repetition 
Time 
(unit: Telf) 


4 all 2] 1 A PERIOD | PERIOD | PERIOD | 4] 3] 2] 1 PERIOD | PERIOD | PERIOD 
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@ Setting Transfer Period Register 


This register can store the transfer period for each connected devices. So, Please set this 
register after the counterpart’s ID number is set to the SEL/RESEL ID register (address 04h). 
Once setting this register, the transfer period will be automatically set to this register from the 
next time or later, until a system reset or software reset is performed. 
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3.2 BASIC CONTROL REGISTER 


3.2.16 Transfer Offset Register (READ/WRITE) 


The transfer offset registers specifies the maximum offset value for data phase 
synchronous transfers. 


H Transfer Offset Register (READ/WRITE) 
The transfer offset register (READ/WRITE) bit configuration is shown below. 


7 6 5 4 3 21 0 
‘EW’ TO |TO| TO} TO} TO 
4/3]2)])1]0 


Maximum offset value between REQ and ACK signals 


(RESERVED) 
(RESERVED) 
(RESERVED) 





Set the synchronous transfer maximum offset value for the bus device ID specified by the SEL/ 
RESEL ID register in the transfer offset register bits. 


Table 3.2.16 shows the relationship between the transfer offset register bit setting and the 
maximum offset value for REQ and ACK signals. 


Table 3.2.16 Relationship between Transfer Offset Register and Maximum Offset Value for REQ/ACK 


Signals 
TO! TO} TO} TO} TO 
els TRANSFER-OFFSET 
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3.2 BASIC CONTROL REGISTER 


3.2.17 Window Address Register (WRITE) 








The window address register (WRITE) specifies address 10h to 1Fh windows. 


Window types include initial setting register window, MCS buffer window, user 
program memory window, and SCAM register window. (SCAM register window is 
available in MB86604L only.) 





@ Window Address Register (WRITE) 
The window address register (WRITE) bit configuration is shown below. 


7 6 5 4 3 2 1 «0 
‘OFy’ = [WA|WA WA|WA]WA|WA 
7 6 3 2 1 0 


Next, the functionality of each bit is described. 
BIT 7 to 6: Window selection 
These bits select the window type for address 10,, to address 1 Fu. 


W 
A Select window 
7 


| 0 | 0 | MCS buffer window 

08 | | SCAM register window 

Et Oe 4 User program memory window 

te a Initial setting window 
Do not make SCAM register window setting in the MB86604A. 

BIT 3 to 0: Window change 
These bits change the window selection made by BIT 7 to 6. Set the first upper bit 
for the MCS buffer address and the four upper bits for the user program memory 
address. 


Windows can be changed in 16 byte units. 
Set “0” to BIT 3 to 0 to select the Initial Setting Window. 


° MCS buffer window 
WA WA] WA|WA|WA 
7 3;/2]/1]0 


eels 


X: Q, 1 can be fixed 











First upper bit of MCS buffer ad- 
dress (32 bytes) 


* User program window 


Four upper bits of user program 
X: 0, 1 can be fixed address (256 byte) 


* SCAM register window 
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3.2 BASIC CONTROL REGISTER 


3.2.18 Modified Byte Register (READ) 





The modified byte register (READ) is a 6-bit ring counter which indicates the number 
of bytes transferred by the SPC. 


The meaning of this register’s values changes by phase. 





H Modified Byte Register (READ) 
The modified byte register (READ) bit configuration is shown below. 


MB} MB] MB] MB 
5} 413] 2 


‘OF y 





Modified byte register 


(RESERVED) 
(RESERVED) 


The meaning of modified byte register values changes by phase. 


e Inthe message, command, status phases, it displays the number of bytes received by 
the SPC (Receive MCS buffer valid) or the number of bytes issued by the SPC (sent 
from the Send MCS buffer). 


* Inthe data phase, it displays the number of bytes transferred between the SPC and 
the MPU or external memory. 


The lower 6-bit values in the data byte register are set in the modified byte register and counted 
down for each single byte transfer. 


When data transfer finishes with still remaining in the data register (abnormal completion), the 
number of remaining data bytes can be calculated from the data byte register and modified byte 
register values (see 5.9.4 for more on calculations). When the transfer ends with data still in the 
data register, the data in the data register becomes invalid. 


Thus, in order to continue the data transfer, the bytes remaining in the data register must be 
calculated, the data pointer returned this amount, and the transfer operation started. 


e In the Automatic selection response or Automatic receive modes, there are cases 
where receptions continues through various phases. The modified byte register 
displays the total number of bytes received during each phase. 


46 


Mm 3749756 0022711 117 





3.2 BASIC CONTROL REGISTER 


3.2.19 BASIC Control Register Access 








Indicates items to note during BASIC control register access. 





® Interupt Status Register (READ), Command Step Register (READ) 


After the command is issued and until SPC BUSY (SPC status register: bit 6 ) becomes 0, do 
not access the interrupt status register (READ) and command step register (READ). Also, 
before a new command is issued, be sure to read interrupts and command Steps for the 
previously executed command. 


@ Data block Register (READ/WRITE) 


Set data block register (READ/WRITE) right before issuing the command for data phase 
execution and when SPC BUSY (SPC status register: bit 6) is 0. 


™@ Data Byte/MC Byte Registers (READ/WRITE) 


Set the data byte register (READ/WRITE) right before issuing the command for data phase 
execution and when SPC BUSY (SPC status register: bit 6) is 0. 


Set the MC byte register (READ/WITE) right before issuing the commands which require that 
the MC byte register be set and when SPC BUSY (SPC status register: bit 6) is 0. 
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3.3. INITIAL SETTING REGISTER WINDOW 


When the power is switched on, it is necessary to set initial register values because 
the internal registers are undefined. 


After writing in the initial setting register windows, the SET UP REG command is 
issued to set initial values in SPC internal registers. 
00H 


BASIC 
control 


register 
OFH 





10H 10H 10H 10H 


MCS User SCAM 
buffer program register 
window MEMOly. window 
1FH 1FH 1FH | window 1FH 





Note: SCAM register window is available in MB86604L only. 


Hf Initial Setting Register Window 
Table 3-3 gives a list of registers in the initial setting register window. 


Table 3.3 List of Initial Setting Register Window Registers 


Address Read 
7 


Pao [1 [0 [0 | 0] 0 | Gockcanverionsetngreasier | i —S—* 
pa [a [o polos [senosetingedser | isd 
pie [1 fo [ot] © [Response mode setingressier | i S—*d 
ria [1 [0 fo] | 1 | SeUmeset mode sotingegiter | i SS—*d 
0 | SEURESEL ety sotingregiior | 
i 1 [ro [4 | seUmeset teow sotingregiter | SCS 
[REGIACK tmeoutseting register [| id 


Asynchronous setup time setting register 


eRe ibaa sk 


6/7 command length setting register 
1 | DMA system setting register 


Auto-operation mode setting register 
ip As SPC timeout setting register 


| + [1] + [4 | 1 [Revision indication register | 


| o | Parity error detection setting registen 
fad Interrupt enable setting register Group 
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M@ Making Initial Setting Valid 


The SET UP REG command must be issued to make the register values in the initial setting 
register window valid for the SPC. 


These values do not become valid by host MPU write. 

Issuing the SET UP REG command to the SPC sets up the internal circuits. When this is 
completed, a Command Complete interrupt is generated. 

The clock conversion setting register (WRITE/READ) specifies the SPC input frequency. 
Set bit values according to the input frequency. 


The initial setting register window registers contain undefined data after the reset release. 
Therefore, write in all registers. 


When the SPC does not receive the command or is operating automatically (Automatic 
selection/reselection response mode), the SET UP REG command is ignored and a Command 
Reject interrupt generated. In this case, SPC operation is not altered. 
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3.3 INITIAL SETTING REGISTER WINDOW 


3.3.1 Clock Conversion Setting Register (WRITE/READ) 





The clock conversion setting register (WRITE/READ) specifies the SPC input 
frequency. 


SET bit values according to the input frequency. 


@ Clock Conversion Setting Register (WRITE/READ) 


The clock conversion setting register (WRITE/READ) bit configuration is shown below. 


7 6 5 4 3 2 1 0 


‘10H’ 





Clock conversion setting 


Set bit values according to the input frequency. 


Table 3-8 shows the relationship between the clock conversion setting register bit setting and 
the input frequency. 
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Table 3.3.1 Relationship between Clock Conversion Setting Register Bit Setting and input Frequency 


Internal 
Operating 
Frequency 

[MHz] 


Input 
Frequency 
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3.3 INITIAL SETTING REGISTER WINDOW 


3.3.2 Self ID Setting Register (WRITE/READ) 


The self ID setting register (WRITE/READ) specifies the SPC bus device ID number 
with a binary digit. 
Use a binary digit for the SPC bus device ID number. 


@ Self ID Setting Register (WRITE/READ) 
Self ID setting register (WRITE/READ) bit configuration is shown below. 


if 6 5 4 3 2 1 0 
‘1H’ 
| Self iD number setting 


(RESERVED) 
(RESERVED) 
(RESERVED) 
(RESERVED) 
(RESERVED) 
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3.3 INITIAL SETTING REGISTER WINDOW 


3.3.3 Response Mode Setting Register (READ/WRITE) 








The Response mode setting register (READ/WRITE) specifies the SPC mode (see 
3.3.3.1 to 3.3.3.6). 





@ Response Mode Setting Register (READ/WRITE) 


The response mode setting register (READ/WRITE) bit configuration is shown below. 


7 6 5 4 3 2 
sor]ana|ars| melo | 0 






‘12H’ 






execute 


Single initiator operation [yes {no | 













Data phase parity error Byte Block 
operation unit uni 
Automatic receive mode | Enable | Disable 






See 3.3.3.1 to 3.3.3.6 for more on bit functionality. 
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3.3 INITIAL SETTING REGISTER WINDOW 


3.3.3.1 BIT 7 (Reselection Response) 








BIT 7 (Reselection Response) specifies whether an initiator responds to target 
reselection. 


@ BIT 7 (Reselection Response) 


1: Respond to target reselect request and establish I-T nexus (see 3.3.4 for more on operation 
after establishing an I-T nexus). 


0: No response to target reselect request (BSY signal not asserted in reselection phase). 
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3.3 INITIAL SETTING REGISTER WINDOW 


3.3.3.2 BIT 6 (Selection Response) 








BIT 6 (Selection Response) specifies whether a target responds to an initiator 
selection. 


—- vw 


@ BIT 6 (Selection Response) 


1: Respond to initiator select request and establish I-T nexus (see 3.3.4 for more on operation 
after establishing an I-T nexus). 


0: No response to initiator select request (BSY signal not asserted in selection phase). 
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3.3 INITIAL SETTING REGISTER WINDOW 


3.3.3.3 BIT 5 (Automatic Receive Mode) 





BIT 5 (Automatic receive mode) specifies whether to receive messages in response to 
an attention condition produced by the initiator when functioning as the target. It also 
specifies whether to receive requested information (about the error phase) when 
functioning as the initiator and a phase error occurs during the execution of 
commands that involve phase transitions. 


@ BIT 5 (Automatic Receive Mode) Settings (Initiator Function) 


* When phase error occurs and target requests message in phase. 


1: Phase error is recognized and a single message received. 

When an ATN signal is being asserted, one message is received after it was negated. 

With the final ACK signal still being asserted, an "Initial phase error & MSG-received" interrupt is 
reported. 


0: Phase error is recognized and "Initial phase error" interrupt reported after negating ATN 
signal if it was being asserted. 


* When phase error occurs and target requests status phase. 


1: Phase error is recognized and a single status is received. 

When an ATN signal is being asserted, one status is received after negation. 

With the final ACK signal still being asserted, an "Initial phase error & status received” interrupt 
is reported. Whether or not the last ACK signal is negated depends on the ACK RESET mode 
setting. However, note that the command step reported at this time does not depend on the 
ACK RESET mode setting.(Regardless of the ACK RESET mode, the step numbers do not 
change.) 


Regarding ACK RESET mode, refer to 3.3.13 Auto-Operation mode setting register. 


Also, when an error occurs at the receipt of status, the error is reported. The command step 
numbers reported this case are the same as those in which a phase error occurs. 


0: Phase error is recognized and “Initial phase error" interrupt reported. 


The Automatic receive mode is invalid for phase errors that occur during a transfer (all bytes 
untransferred). When a phase error occurs during a transfer, a "phase error IN TRANSFER 
PROGRESS’ interrupt is reported. 


™@ BIT 5 (Automatic Receive Mode) Settings (Target Function) 
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¢ When a command which ends in a phase other than the message out phase is executed and 
an ATN signal is asserted while the final ACK signal of the final phase is being asserted. 


1: Attention condition produced by the initiator is detected, there is a transition to the message 
out phase, and a single message is received. 
A "Command complete (ATN condition detected) & MSG received" interrupt is reported. 


0: Attention condition produced by the initiator is detected, and a "Command complete (ATN 
condition detected)" interrupt is reported. 

When an attention condition is detected during the execution of a command which ends with the 
message out phase, a "Command complete (ATN condition detected) interrupt is produced 
regardiess of this bit setting. 


¢ When a command is being executed as a target, and a transition to the next phase is taking 
place or an initiator attention condition is detected at the transfer data block boundary. 


1: Attention condition produced by the initiator is detected, there is a transition to the message 
out phase, and as single message is received. 


During data phase execution, the transfer is suspended at the transfer block boundary, there is 
a transition to the message out phase, and a single message is received. 
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A"“Command stop (ATN condition detected) & MSG received” interrupt is reported. 


0: Attention condition produced by the initiator is detected, and a "Command stop (ATN 
condition detected)” interrupt is reported. 

During data in phase execution, the transfer is suspended at the transfer block boundary, and a 
“Command stop (ATN condition detected) interrupt is reported. 


During data in phase execution, when a parity errors occurs on the target DMA or MPU side, the 
transfer is stopped between blocks (block unit stop), and an attention condition is produced by 
the initiator, "DMA parity error” or "MPU parity error” is reported without responding to the 
attention condition. 


Note: When functioning as the target, after an attention condition is detected, there is a 
transition to the message out phase, and a single message is received. If another 
attention condition is detected after that, the following interrupt is reported. 

Interrupt code = 61H 
Sequence step = XXH (value after adding 1 to the number of steps of the phase prior to 
the transition to the message out phase) 


@ Storing Information Received by Automatic Operation 


¢ For Target operation: 


If the command executed was not for command phase, the information is stored in Receive 
MCS buffer from address 0. If it was for command phase, the information is stored from the 
continuous address of CDB stored in Receive MCS buffer. 


* For Initiator operation: 


The information is stored in Receive MCS buffer from address 0. 
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3.3 INITIAL SETTING REGISTER WINDOW 


3.3.3.4 BIT 4 (Operation for Data Phase Parity Error) 





BIT 4 (Operation for Data Phase Parity Error) specifies SPC operation for when a data 
phase parity error is detected during SPC target operation. 


@ BIT 4 (Operation for Data Phase Parity Error) 


1: During data phase operation, the transfer is suspended when a parity error is detected, and 
an interrupt is reported (byte unit stop). See 5.9 for more information. 


0: During data phase operation, the transfer is suspended after completing the transfer of the 
block where the parity error occurs, and an interrupt is reported (block unit stop). 

However, when odd value is set in the data byte register, the parity error is detected in 2-block 
unit. 


58 


Me 3749756 0022723 939 








3.3 INITIAL SETTING REGISTER WINDOW 


3.3.3.5 BIT 1 (Single Initiator Option) 





BIT 1 (Single Initiator Option) specifies target operation. 


When the SPC is incorporated in an application system operating in SCSI-1 mode and 
using the single initiator option, set this bit to 1. 





@ BIT 1 (Single Initiator Option) 


1: When the SPC is selected as the target, it responds even if the ID bit (target ID) on the data 
bus during the selection phase is just one bit. Bit 2 to 0 in the nexus status register indicate 
"O00". 


0: When the SPC is selected as the target, it does not respond if the ID bit on the data bus 
during the selection phase is 2 bits (for an initiator ID and the target ID). 

When functioning as the initiator, do not set 1 at this bit, and self and target ID bits (2 bits) are 
always sent to the data bus during the selection phase regardless of this bit setting. 
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3.3 INITIAL SETTING REGISTER WINDOW 


3.3.3.6 BIT 0 (Arbitration) 


BIT 0 (Arbitration) specifies whether the SPC conducts arbitration. 


When the SPC is incorporated in an application system operating in SCSI-1 mode and 
arbitration is not conducted, set this bit to 1. 


@ BIT 0 (Arbitration) 
1: Do not execute arbitration phase. 


0: Execute arbitration phase. 
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3.3 INITIAL SETTING REGISTER WINDOW 


3.3.4 SEL/RESEL Mode Setting Register (WRITE/READ) 


The SEL/RESEL mode setting register (WRITE/READ) specifies automatic response for 
selection or reselection. 


@ SEL/RESEL Mode Setting Register (WRITE/READ) 
The SEL/RESEL mode setting register (WRITE/READ) bit configuration is shown below. 





















7 6 5 4 3 2 1 0 
‘13H’ 
SM7|SM6|SM5|SM4|SM3|SM2] SM1| SMO 
La When SM7 = 0, various settings 
When SM7 = 1, specify head address of buffer where 
user program resides. 
(When SM7 = 0) 
6 5 4 3 2 1 0 
(RESERVED) 
(RESERVED) 
Message out Message out 
Phase after selection h ' or command 
phase only phase 
fos [em [owe | 
response 
saz [om [owe 
response 
Next, the functionality of each bit is described. 
BIT 7: User program operation 
This bit specifies whether to make a response originating from select/reselect with functions set 
previously in the user program or SPC. The meaning of BIT 6 to 0 is altered by this bit setting. 
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1: The head address of user program memory is written in BIT 6 to 0. 
When the SPC is selected or reselected, process execution begins from the command in the 
user memory address specified by BIT 6 to 0. 


Set the user program memory address at the same time as the command register (see Figure 
3.2.8). 


0: Provide response already prepared for SPC. 
BIT 6: Automatic reselection response 
When BIT 7 is 0, this bit setting affects initiator operation for reselection. 
1: Respond to reselect request and operate until a message is received (see 3.3.4.1). 
0: Respond to reselect request and report a "RESELECTED" interrupt. 
BIT 5: Automatic selection response 
When BIT 7 is 0, this bit setting affects target operation for selection. 


1: Respond to select request and operate until a message or command is received (see 
3.3.4.2). 


0: Respond to select request and report "SELECTED" or "SELECTED WITH ATN" interrupt. 
BIT 4: Post-selection phase 


When BIT 7 is 0, this bit specifies the target automatic response. Specifies whether to limit the 
post-selection phase to the message phase (SCSI-2 mode) or to allow either the message 
phase or the command phase. 


1: Limited to message out phase and when the selection phase ATN signal is not asserted by 
the initiator, an "AUTO mode phase error" interrupt is reported. 


0: Depending on the state of the selection phase ATN signal, either the message out phase or 
command phase is selected. (Refer to 3.3.3.3 Automatic Receive operation whether or not the 
message is received transitting to Message-out phase when the SPC detects ATN condition 
generated by an initiator after receiving a command in command phase.) 
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3.3 INITIAL SETTING REGISTER WINDOW 
3.3.4.1 Initiator Automatic Reselection Response 
Figure 3.4 is a flowchart of the initiator automatic reselection response when BIT 6 of 


the SEL/RESEL mode setting register is set to 1, and Table 3-9 shows the 
corresponding operation sequence (step code chart). 


@ Initiator Automatic Reselection Response 






Reselection 






(1) AUTO mode 
phase error 


hi MSG - Receive il 





(2) MSG 
received 


Figure 3.3.4.1 Initiator Automatic Reselection Response Flowchart 


Table 3.3.4.1 Initiator Automatic Reselection Response Sequence (Step Code Chart) 


Reselection : 
CH pascton > * Detect Reselect Establish nexus 





Wait for MSG-IN phase 
Execute MSG-IN phase 


* Complete MSG receive 
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3.3 INITIAL SETTING REGISTER WINDOW 


3.3.4.2 Target Automatic Selection Response 


hen BIT 5 of the 


ton response W 


Figure 3.5 is a flowchart of the target automatic select 


SEL/RESEL mode setting register is set to 1, and Table 3-10 shows the corresponding 


operation sequence (step code chart). 


M Target Automatic Selection Response 


paarssey OSW 2 OSW 
Aynuepl um penieoey gad (OL) 

peaiesey OSH 

® poaisdey ado (6) 









SSW Ajnuepr 
(pe}e}eq yum peaisoey @qo (8) 


uonpusg NY) 
[| 21898H-DSW1] peaieooy gad (11) 









[[eAed8u-OSNN |] 


OSW Ajjuept 
UUM peAleooy 
-agd-umouxun (9) 





pearaoay 
-@qd-umouyun 





Joa aseyd 
epow ony (1) 





UONdE|8S-1S0q4 


SSW Aynep! yum 
POAIGIBH-HSW (p) 


ANO-DSW) Penscey OSI 
Aynuep! ebou) (€) 


CITED 


Figure 3.3.4.2a Target Automatic Selection Response Flowchart 
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Table 3.3.4.2b Target Automatic Selection Response Sequence (Step Code Chart) 
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3.3 INITIAL SETTING REGISTER WINDOW 


3.3.5 SEL/RESEL Retry Setting Register (READ/WRITE) 





The SEL/RESEL retry setting register (READ/WRITE) specifies the number of selection/ 
reselection retries and the retry starting time. 


@ SEL/RESEL Retry Setting Register (READ/WRITE) 
The SEL/RESEL retry setting register (READ/WRITE) bit configuration is shown below. 





44H’ 


Specifity retry starting time 


Specifity number of selection/reselection retries 





Next, the functionality of each bit is described. 
BIT 7 to 5: Specifies number of selection/reselection retries 


For commands which include selection/reselection, retry is performed the number 
of times specified by these bits even if selection/reselection timeout occurs. 
Specify the number of retries in accordance with Table 3-11. 


Table 3.3.5 Relationship between SEL/RESEL Retry Setting Register and Number of Retries 
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BIT 4 to 0 Specify retry starting time. 


When selection/reselection timeout occurs during the initial selection/reselection, a 
retry is started after the passage of the time specified by this bit from a bus free state. 


The time until a retry is determined by the following equation. However, when 00 is 
specified, there is not time count and retry is started once a bus free state exists. 


tote x Cuy x [(SR* x 21%) + (SR3 x 217) + (SR2 x 2"5) + (SR1 x 2"3) + (SRO x 2")] 
tote: Input frequency 1 cycle 
Cny: Calculate as 
(value shown by clock conversion register BIT 4, BIT 3) 
SR4 to SRO: BIT 4 to 0 setting values 
(Example) 


When the input frequency is 30 MHz and internal operating clock is 10 MHz: 
{ = 33.33 ns and Cyy = 3 so 


33.33 x 3 x [(SR4 x 2!%) + (SR3 x 2"7) + (SR2 x 2'5) + (SR1 x 2") + (SRO x 211)] 
Thus, the time range which can be set in this register is as follows. 

Maximum (SR4 to SRO = 1): 69 msec 

Minimum (SR4 to SR1 = 0, SRO = 1): 204 psec 
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3.3 INITIAL SETTING REGISTER WINDOW 


3.3.6 SEL/RESEL Timeout Setting Register (WRITE/READ) 








The SEL/RESEL timeout setting register (WRITE/READ) specifies the selection/ 
reselection timeout delay time. 


m@ SEL/RESEL Timeout Setting Register (WRITE/READ) 


‘15H’ 
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The SEL/RESEL timeout setting register (WRITE/READ) bit configuration is shown below. 


7 6 5 4 3 2 1 0 


Specify the selection/reselection timeout time in this register. 


The timeout time is determined by the following equation. However, when set to 00, timeout 
detection is not performed. 


toe x Cry x [(ST7 x 225) + (STE x 223) + (STS x 221) + (ST4 x 2") + (ST3 x 217) 
+ (ST2 x 215) + (ST1 x 219) + (STO x 2")] 


tore: Input frequency 1 cycle 
Cyy: Calculate as 
(value shown by clock conversion register BIT 4, BIT 3) 
ST7 to STO: BIT 7 to 0 setting values 
(Example) 


When the input frequency is 30 MHz and internal operating clock is 10 MHz: 
tor = 33.33 ns and Cy = 3 so 


33.33 x 3 x (ST7 x 225) + (ST6 x 27%) + (ST5 x 2?!) + (ST4 x 2'°) + (ST3 x 21”) 
+ (ST2 x 2'5) + (ST1 x 2!) + (STO x 2") 


Thus, the time range which can be set in this register is as follows. 


Maximum (SR7 to SRO = 1): 4.4 sec 
Minimum (ST7 to ST1 = 0, STO = 1): 204 psec 


Note: When OOH is set in this register, the timeout time is determined by the following equation. 
torr x Cyy x 227 
(Example) 


When the input frequency is 30 MHz and internal operating clock is 10 MHz: 
to_r 33.33 ns and Cyy = 3 so, 33.33 x 3 x 277 = 13.4 sec 
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3.3 INITIAL SETTING REGISTER WINDOW 


3.3.7 REQ/ACK Timeout Setting Register (WRITE/READ) 








The REQ/ACK timeout setting register (WRITE/READ) specifies the REQ/ACK signal 
timeout time. 





@ REQ/ACK Timeout Setting Register (WRITE/READ) 
The REQ/ACK timeout setting register (WRITE/READ) bit configuration is shown below. 





‘16H’ 





The specified REQ/ACK signal timeout times are explained below. 


For asynchronous transfers (target): Time after the REQ signal is asserted and until the initiator 
asserts the ACK signal. 


For asynchronous transfers (initiator): Time after the ACK signal is asserted and until the target 
asserts the REQ signal. 


For synchronous transfers (target only): Time after the REQ signal is asserted until an ACK 
signal which makes the offset value 0 is received. 


The timeout time is determined by the following equation. However, timeout detection is not 
performed when set at 00). 


torr X Cry x (RT7 x 278) + (RT6 x 276) + (RTS x 274) + (RT4 x 272) + (RT3 x 229) 
+ (RT2 x 2") + (RT1 x 2") + (RTO x 2") 


tetr: Input frequency 1 cycle 
Cyy: Calculate as 


(value shown by clock conversion register BIT 4, BIT 3), when the clock conversion value 
is OXy 


RT7 to RTO: BIT 7 to 0 setting values 
(Example) 


When the input frequency is 30 MHz and internal operating clock is 10 MHz: 
torr = 33.33 ns and Cny =35s0 


33.33 x 3 x (RT7 x 278) + (RT6 x 276) + (RTS x 274) + (RT4 x 222) + (RT3 x 22°) 
+ (RT2 x 2") + (RT1 x 2'%) + (RTO x 2"4) 


Thus, the time range which can be set in this register is as follows. 
Maximum (when RT7 to RTO = 1): 35.8 sec 
Minimum (when RT7 to RT1 = 0, RTO= 1): 1.6 msec 
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3.3 INITIAL SETTING REGISTER WINDOW 


3.3.8 Asynchronous Setup Time Setting Register (WRITE/READ) 





The asynchronous setup time setting register (WRITE/READ) specifies the timing of 
asserting REQ/ACK signals for asynchronous data transfers. 


H Asynchronous Setup Time Setting Register (WRITE/READ) 
The asynchronous setup time setting register (WRITE/READ) bit configuration is shown below. 


7 6 5 4 3 2 1 0 
47H 
AT3}AT2]| ATi | ATO 


Asynchronous transfer data setup time 





The specified data setup times are explained below. 
Target: Time from placing the data in the data bus until the REQ signal is asserted. 


Initiator: Time from placing the data in the data bus until the ACK signal is asserted. 


* i . 
' ' 
5 tCLF i 


REQ/ACK Bee ee tSt=<SstS 
Data bus ' 
DB7tope,opP 







Fofofo|[+| ww | 
Pofef+ [eo] a | 
Pofe[+|[1| om | 
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3.3 INITIAL SETTING REGISTER WINDOW 


3.3.9 Parity Error Detect Setting Register (WRITE/READ) 





The parity error detect setting register (WRITE/READ) specifies the parity type, 
generation, and check in accordance with the MPU, DMA configuration. 


Parity checks cannot be performed until this register is set up (using the SET UP REG 
command). 


Parity generation enable/disable is only valid for the data phase. 





@ Parity Error Detect Setting Register (WRITE/READ) 
The parity error detect setting register (WRITE/READ) bit configuration is shown below. 


6 5 


7 4 3 2 1 0 
Reser) pase 


| SCSi pany generate | ves | No | 
FScsipariycheck | ves | No | 







18H’ 







Next, the functionality of each bit is described. 
BIT 7: SCSI parity check 


1: Functioning as the initiator , a parity check is performed for message in phase, status 
phase, and data in phase input data and data out phase output data. 


Functioning as the target, a parity check is performed for message output phase, 
command phase, and data out phase input data and data in phase output data. 


0: Parity check is not performed. 
BIT 6: SCSI parity generate 


1: Functioning as the initiator, parity generate is performed for data in phase input data 
and data out phase output data. 


Functioning as the target, parity generate is performed for data out phase input data 
and data in phase output data. 


0: Parity is not generated. 
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BIT 5: System side parity type 
This bit specifies the MPU/DMA parity type for application systems incorporating the SPC. 
1: Odd parity 
0: Even parity 

BIT 4: MPU parity check 


1: During register write, data parity check is performed as data is written to the SPC 
registers (check is not performed for register read operations). 


During data register read/write, a parity check is performed for data written in data 
registers while the data phase is being executed for program transfer and data read 
from the data registers. 


0: Parity check is not performed. 


BIT 3: MPU parity generate 


1: Parity is generated for data written in the data register while the data phase is being 
executed for program transfer and data read from the data registers. 


0: Parity is not generated. 


During register write, parity is not generated regardless of this bit setting. Also, during 
register read, parity is generated without any conditions (do not perform MPU parity 
checks for systems without a parity bit for the MPU data bus). 


BIT 1: DMA parity check. 


1: When the data phase is being executed for DMA transfers, a parity check is performed 
for data input from the DMA data bus and data output to the DMA data bus. 


0: Parity check is not performed. 
BIT 0: DMA parity generate 


1: When the data phase is being executed for DMA transfers, parity is generated for data 
input from the DMA data bus and data output to the DMA data bus. 


0: Parity is not generated. 


See appendix B for more on how parity check and parity generate are performed 
within the SPC circuits. 


Note: During the external bus access, the parity check and generate are not performed 
regardless of the register setting. Also, when performing the SCSI bus parity check in 
an application which does not have the parity bit on the MPU and DMA buses, please 
make "MPU and DMA parity generations" Enable. Furthermore, please make "Pull-up” 
for UDP, LDP, UDMDP, and LDMDP pins with approx. 10 kQ resistor. 
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3.3 INITIAL SETTING REGISTER WINDOW 


3.3.10 Interrupt Enable Setting Register (WRITE/READ) 


The interrupt enable setting register (WRITE/READ) masks interrupt signals (INT) by 
interrupt cause groups. 


@ Interrupt Enable Setting Register (WRITE/READ) 
The interrupt enable setting register (WRITE/READ) bit configuration is shown below. 


SCSI RESET a 
CONDITION ae 





PHASE ERROR Enable Disable 
REPORT Enable Disable 
AUTO SELECT/ : 


fmesenves) | | +s 





Next, the functionality of each bit is described. 
BIT 7: Ali interrupt causes 
1: Depends on BIT 5 to 0 Setting 
0: Disable for all interrupt causes regardless of the BIT 5 to 0 setting. 


The upper three bit values of the interrupt code shown in the interrupt status register 
(address 04,,) correspond to bit values of this register (Table 3.3.10). 


See 5.7 for more on interrupt codes. Also, SPC reports interrupts to it's interrupt status 
register (04,,) regardless of this register setting. 


Table 3.3.10 Relationship between Interrupt Enable Setting Register and interrupt Codes 


Interrupt code Interrput code 
type 


IE 
oh Dar oe [a 
Po fo | o | o [sos 
Pa [0 [0 [4 | interpt relatediowansters 
P2 [0 [1 | 0 | ineruptreatedo phase tansiions | 
ee Se A ee ee a | Interruptrelatedtoreports sd related to reports 


Interrupt related to selection/reselection 
Interrupt related to automatic selection/reselection 
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3.3 INITIAL SETTING REGISTER WINDOW 


3.3.11 Group 6/7 Command Length Setting Register (WRITE/READ) 


The group 6/7 command length setting register (WRITE/READ) specifies the group 6/7 
command length. 


Hm Group 6/7 Command Length Setting Register (WRITE/READ) 


The group 6/7 command length setting register (WRITE/READ) bit configuration is shown below. 
7 6 5 4 3 2 1 0 


“4 AH! 


GL7|GL6{GL5/GL4} GL3| GL2|] GL1] GLO 








iT 


Group 6 command tength 


Group 7 command length 


Set the values shown in Table 3-13 and Table 3-14 in the register bits in accordance with the 
group 6/7 command length 


Table 3.3.11 List of Bit Setting for Group 6/7 Command Length Setting Register (Group 6) 


= 


Po [oe fo [© | Wetspeciiod 
Pofefoli| 2b 
Po fe f+ |e) soe 


Popo fs ]a [eine | 
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Table 3.3.12 List of Bit Setting for Group 6/7 Command Length Setting Register (Group 7) 


GL7/GL6|GL5/ GL4 | GtouP7 command 
length 


oo [oe | werspectes | 
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3.3 INITIAL SETTING REGISTER WINDOW 


3.3.13 DMA System Setting Register (WRITE/READ) 


The DMA system setting register (WRITE/READ) specifies the DMA transfer mode. 





H DMA System Setting Register (WRITE/READ) 
The DMA system setting register (WRITE/READ) bit configuration is shown below. 










DMA transfer mode Handshake mode 





Next, the functionality of each bit is described. 
BIT 5: Set DMA transfer width 
This bit specifies the DMA transfer width. 
1: 16 bits 
0: 8 bits 
BIT 4: DMA transfer mode 
This bit specifies the DMA transfer mode. 


1: Burst transfer mode 
While DMA transfer is possible, DREQ signal output is kept in an active state. 


0: Handshake mode 
Transfer is performed by DREQ signal output and DACK signal input. 
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Handshake: One format for reading and writing data between devices. In this case, the 
following transfers are performed between the SPC and DMAC. 


(1) When data is transferred from the SPC to the DMAC 
1. SPC sets up the data to be sent. 
2. SPC asserts the DREQ signal. 


3. When the DMAC detects that the DREQ signal has been asserted, it receives the data 
and asserts the DACK signal. 


4. When the SPC detects that the DACK signal has been asserted, it negates the DREQ 
signal. 


(2) When data is transferred from the DMAC to the SPC 
1. SPC asserts the DREQ signal. 


2. After the DMAC detects that the DREQ signal has been asserted, the transfer data is 
sent to the bus. 


3. DMAC asserts the DACK signal. 


4. When the SPC detects that the DACK signal has been asserted, the DREQ signal is 
negated. 


The next time that data is detected, the steps 1. to 4. are repeated. However, until the DACK 
signal is negated, the next DREQ signal cannot be asserted. 
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3.3 INITIAL SETTING REGISTER WINDOW 


3.3.14 Automatic Operation Mode Setting Register (WRITE/READ) 


This register sets the SPC various operation modes. 


@ Automatic Operation Mode Setting Register (WRITE/READ) 





























Ch’ 
PACK RESET mode ‘| _Awo | Manl_| 
“Command Complete” report 
"REQ Asserted” report Not repor Report 
“Command Rejected” 2 | Not report Report 
repo 
MB86604 Compatible 
mode mode with 
MB86601A 
Each bit function is described in the next section. 
Bit 7: Command Receive Invalid Mode 

This bit specifies whether or not SPC accepts the command received if the interrupt factor 

(cause) is held in the Interrupt Status Register (address 04,,). 

When "1": SPC ignores the command received and does not report the "Command 
Rejected” interrupt. Once all the interrupt factor is read out from the interrupt 
status register, it accepts the command. 

When "0": SPC accepts and executes the command received. 

Bit 6: INT Signal Hold Mode 

This bit specifies whether or not the SPC holds the INT signal until all the interrupt factor 

and step code is read out. 

When "1": SPC holds the INT signal until all the interrupt and step code held in the SPC 
is read out. 

When "0": SPC makes the INT signal "Inactive" once an interrupt code is read out, even 
if SPC is holding multiple interrupt and step codes. Also, SPC makes the INT 
signal "inactive" at which SPC BSY bit (Bit 6 of SPC Status Register) 
becomes "i" even if any interrupt code is read out. 
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Bit 5: 


Bit 4: 


Bit 3: 


Bit 2: 


Command Rejected Report Mode -1 


This bit specifies whether or not the SPC reports the "Command Rejected" interrupt when 
the command is received during SPC BUSY state (SPC BSY=1). 


When "1": For example, while SPC is responding to the Selection/Reselection; if a 
command which selects/reselects is issued, SPC reports only the interrupt for 
the selection/reselection. However, when the selection/reselection command 
is issued after reading out the interrupt factor for the selection/reselection 
response, SPC reports the "Command Invalid" interrupt. 


When "0": SPC reports the "Command Rejected” interrupt after reporting the interrupt for 
the command currently in-process or selection/reselection response. 


Command Rejected Report Mode -2 


This bit specifies whether or not the SPC reports the "Command Rejected" interrupt when 
SPC responded to the selection/reselection from other device while SPC is executing a 
selection/reselection command or waiting for it. 


When "1"; SPC reports only the interrupt for selection/reselection and does not report the 
"Command Rejected" interrupt. 


When "0": SPC reports the interrupt for selection/reselection after reporting the 
“Command Rejected” interrupt. 


REQ Asserted Report Mode 


This bit specifies whether or not the SPC reports the "REQ Asserted” interrupt when 
detecting the REQ signal asserted by a target. (For Initiator operation) 


When "1": SPC does not report the "REQ Asserted” interrupt. However, SPC reports it 
when detecting the REQ signal in the data-phase, regardless of this bit setting. 


When "0": SPC reports the "REQ Asserted" interrupt. 
Command Complete Report Mode for SET/RESET commands 


This bit specifies whether or not SPC reports the "Command Complete” interrupt for the 
SET/RESET commands. 


This is valid in the user program operation. 

When "1": SPC does not report the "Command Complete". 

When "0": SPC reports the "Command Complete". 

The applicable SET/RESET commands for this mode are as follows: 

1) Initiator: SET ATN (OAh), RESET ATN (OBh), SET ACK (0Ch), RESET ACK (0Dh) 
2) Target: SET REQ (31h), RESET REQ (32h) 

3) Common: SET RST (48h), RESET RST (49h) 
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Bit 1: Level-2 Interrupt Report Mode 


Bit 0: 


This bit specifies whether or not the SPC reports the Level-2 interrupts occurred in the 
user program operation. 


When "1": SPC does not report the Level-2 interrupts and does not retain them in the 
Interrupt Status Register. The result of command execution is retained in the 
accumulator and within the SPC. The retained values are as follows: 


1) If “Command Complete": retains "00h". 
2) If "Initial Phase Error" or "ATN Condition Detected": retains "Oth". 


The result of the execution can be identified by the conditional branch instruction 
following the execution. See Section 5.4.2 and 5.5.2 for this mode, which shows the 
examples of user program flow. 


When "0": SPC reports the Level-2 interrupts and sequence step codes. In this case, 
reading out and operating the interrupt and step codes are required every 
execution of discrete command using MOVE instruction. See Section 5.4.1 
and 5.5.1 for this mode, which shows the examples of user program flow. 


Auto ACK RESET Mode 


This bit specifies how to negate the final ACK signal for the transfer command. (For 
Initiator operation) 


When "1": SPC automatically negates the final ACK signal during the transfer command. 
(Auto ACK reset) 


When "0": SPC does not negate the final ACK signal automatically, but negates it with 
"RESET ACK" command. (Manual ACK reset) 


1) Commands which complete with automatically negating the final ACK regardless of 
this bit setting: 


- SEND 1-MSG with ATN (19h), - SEND or RECEIVE DATA from MPU or DMA / 
SEND or RECEIVE DATA to MPU or DMA with Padding (14h, 15h, 16h, 17h) 


2) Commands/Operations which complete with negating the final ACK by "RESET ACK" 
Command (Manual ACK Reset) regardless of this bit setting: 


- RECEIVE N-BYTE-MSG (07h), - RECEIVE MSG (1Ah), - RESET ATN (OBh), - 
When “initial Phase Error & MSG Received” interrupt is generated. - When Auto- 
Reselection response is operating. 


3) Commands/Operations which depend on this bit setting: 
- Transfer Commands except 1) and 2) above. 
- SET ATN (0Ah) 
- When "Initial Phase Error & Status Received” interrupt is generated. 


Please note that the command step number in the Auto ACK Reset Mode will be (08h + Step 
code with Manual ACK reset mode). However, the following commands and interrupts are the 
exceptions for this command step number: 


- SEND or RECEIVE DATA from MPU or DMA/ SEND or RECEIVE DATA to MPU or DMA with 
Padding (14h, 15h, 16h, 17h) 


- RECEIVE N-MSG (07h), RECEIVE MSG (1Ah), RESET ATN (0Bh) 
- When “Initial Phase Error & MSG Received" is generated. 


- When "initial Phase Error & Status Received" is generated. 


- When Auto-Reselection response is operating. 
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3.3 INITIAL SETTING REGISTER WINDOW 


3.3.15 SPC Timeout Setting Register (WRITE/READ) 





This register specifies the timeout value for SPC BUSY state. 


BH SPC Timeout Setting Register 


The configuration of this register is shown below. 





“41DH 


TO 7} TO 6|TO5}TO 4! TO3}TO2;TO1/TOO 





Set the SPC timeout value at this register. When SPC is in Busy state longer than the time 
specified in this register, SPC makes TMOUT pin "Active" and sets "1" to the SPC Timeout bit 
(bit 4 of SPC Status Register ) to report "SPC timeout". 


SPC does not detect the timeout if "OOh" is set at this register. 
The SPC timeout is calculated by the following equation: 


tore x Cry x [((TO7 x 2°) + (TO6 x 278) + (TOS x 276) + (TO4 x 224) + (TO x 222) 
+ (TO2 x 22%) + (TO1 x 2") + (TOO x 215)] 


tore: Input clock Frequency (1 cycle) 
Cyy: Value indicated in Bit 4 and Bit 3 of Clock Conversion Register. 


TO7 - TOO: The above mentioned register values 
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3.3 INITIAL SETTING REGISTER WINDOW 


3.3.16 Revision Indication Register (WRITE/READ) 





This register indicates the SPC chip revision. 





@ Revision Indication Register (WRITE/READ) 


The configuration of this register is shown below. 


7 6 5 4 3 2 1 0 


In order to see the device revision code, please take the following ways. 
1. Write "OOh" to the address "1Fh" at the initial setting. 
2. Issue the "Setup REG" command. 
3. Read out the value for the address "1Fh" after completing the "Setup REG" command. 


The value except "00h" read out is the chip revision. 
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3.4 MCS BUFFER WINDOW 


A 32-byte memory for sending and receiving messages, commands, and statuses with 
two 16-byte windows. 


BASIC 
control 
register 


10H 10H 10H 


Initial User SCAM 
setting program register 
register memory ‘ 

1FH | window 1FH window 


1FH | window 





Note: SCAM register window is available in MB86604L only. 


m@ MCS Buffer Window 
The MCS buffer window buffer list is shown in Table 3-15. 


Table 3.4 MCS Buffer Window Buffer List 


| Aa | a3 | a2 | at | Ao 

Poffo [0] 0 | 0 | SeNOMCSbiter | RECEIVE MGS puter __| 
Pra fo fo fo [1 | seNomcs bute | RECEIVE MCS putter | 
re [a fo fo] [0 | SeNOMCS bufer | RECEIVE MCS butter ___| 
ra [ a [0 fo [+] 4 | SeNOMS miter | RECEIVE MCS butler 
raf fo fa | 0 | 0 | SeNoMes biter | RECEIVE MCS utter 
rs [a fo [+ [0 | + | Seno mcs bt 
fie {1} o fi {4 | SEND MCS buffer | RECEIVE MCS buffer 

Pr [a fo [4+ [9 | Seno mcs puter | RECEIVE MCS bute 
peat [oo | 0 | senomcs bute | RECEIVE MCS putter | 
@ [+ [ + [0 | 0 [4 | SeNOMCS buller [RECEIVE MCS buter 
rapt [fo [1 | 0 | SEND MCs beter | RECEIVE MOS butter | 
ret [+ fo] + | 4 | Sen MCs miter | RECEIVE MCS butter —__| 
rca [+ [4 [0 | 0 | Seno Mos puter | RECEIVE MCS buter 
Po [+ [+ [+ [0 [4 | SeNOMCs buer | RECEIVE MCS butler 
Pe] + [+ [+ [4 [0 | seNowos outer | REGEIVE MCS butlor 
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m SEND MCS Buffer (WRITE) 
This buffer is for writing messages, commands, and statuses to be sent (32 bytes). 
Start writing the messages, commands, and statuses to be sent form address 0. 
The SPC starts sending data from address 0. 


When a command that requires the SEND MCS buffer to be accessed is sent, access to the 
SEND MCS buffer is not allowed until that command is completed. 


@ RECEIVE MCS Buffer (READ) 
This buffer is for reading messages, commands, and statuses received by the SPC (32 bytes). 
Start reading the received messages, commands, and statuses from address 0. 
The SPC starts saving the received data from address 0. 


When a command that requires the RECEIVE MCS buffer to be accessed is sent, access to the 
RECEIVE MCS buffer is not allowed until that command is completed. 


Also, when data is received, be sure to read the RECEIVE MCS buffer (the number of read 
bytes is displayed in the modified byte register). 


Until all the data is read out, the next message, command, or status cannot be received. 
Note: Access the RECEIVE MCS Buffer in the following cases. 


1) Initiator operation: 
Access until a RESET ACK command is issued after completion of the command which 
receives the data to the RECEIVE MCS Buffer or after completion of the automatic 
reselection response. When Auto ACK Reset mode is enabling, read out MCS buffer 
before issuing the next command. 


2) Target operation: 
Access until the phase changes after completion of the command which receives the data 
to the RECEIVE MCS Buffer or after completion of the automatic selection response. 
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3.5 USER PROGRAM MEMORY WINDOW 





A 256-byte memory for reading and writing user programs with 16 16-byte windows. 


1. 
00H 





BASIC 
control 
register 
OFH 
10H =F 10H 10H 10H 
Initial SCAM 
setting register 
register window 
1FH | window 1FH 1FH 1FH 





Note: SCAM register window is available in the MB86604L only. 


Mi User Program Memory Window 


A list of user program memory window memory areas is shown in Table 3-16. 


Table 3.5 User Program Memory Window Memory Area List 


ae be 


EReaEs | 0 | Userprogram memory | User programmemory | memory | User program memory | User program memory memory 


Ese steed oe |eecaeamiy ee ei 
2a 30 [at [0s | User present emnoly, — Uae prerainemety. — 
sss hat CO 05 espa neney.  — Uereeaeniency: 
Pa [a [oft [oe | 0 | Userprogrammemory | Userprogrammemory | 
ee 
(iT 20 set pronsath meni) =.= | eer pvonesnmenneyy 1 

User program memory User program memory 
EE [Lah besese temeer 

f 19 | 1 | 1 | 0 | 0 | 1 | Userprogrammemory | | User program memory | program memory | User program memory | | User program memory | memory 
pe Aa i tO ATO) Gest pipgeminematy: | sete: 
}18 | 4 [1 [0 | 4 | 4 [Ueerprogram memory | User program memory | 
pwc] 4 [1 [4 | 0] © [Userprogrammemory | Userprogrammemory | 
J] 4 [| 4 [4 | 0] 4 [Userprogtam memory | User programmemory | 
Pte] 1 [4 [1 [1] 0 [Ueerprogram memory | User programmemory 
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m@ User Program Memory (READ/WRITE) 
This memory is for reading and writing user program commands and data. 


While the SPC is executing the user program, access to the user program memory and MCS 
buffers is denied. 


mm 3749756 0022756 3465 
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3.6 SCAM REGISTER WINDOW 


00H 


BASIC 
control 
register 


OFH 


10H 10H 10H 





10H re 
Initial MCS User 
setting buffer program 
register ‘gino memory 
1FH | window 1FH 1FH | window 1FH 









= 
jaa [xa [a2 | at [a0 | = 

Pio [+ [ooo | 0 | Scambaasusnegser  [¢—————__| 
piv [ + fo fo | 0] 1 |scamconioRegsies ——[¢€———__ 
ref [ofolt] 0 |feseve) «di Reson) ——SSSSCSC*dY 
Piaf a [opel t| + |treseney ——=«d Reserves) CS 
par Pols [eo] | mesened) —*d Resened) 
io [7 [reserved ——S*S*~=*di Reserves) Cid 
[7 [e [ereseves —SSSC=*d serves) ——S*d 
+ [1 [4 | Reserved) 
(Reserved 
Pe [0 | + | Reserved) __—_—_~| (Reserved) 

| o | 1] 0 | (Reserved) (Reserved) 

Po ft [4 |ereseved) —SS—«d esere) Cid 
Ea 204 <0) 

[eV 

pis 

pt 












(Reser) 


1 | (Reserved) (Reserved) 


| Oo | (Reserved) (Reserved) 
SCAM register window is available in the MB86604L only. 


—_ —_ bt ok = —_ —_ 
nim oO > aolN| a 





(Reserved) (Reserved) 
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3.6 SCAM REGISTER WINDOW 


3.6.1 SCAM REGISTER 








The SCAM Register is initialized by the external reset or software reset command. 





(1) SCAM Data Bus Register 


ee Ea 


| Initial Value | | Initial Value | 








This register is used to directly access the SCSI data bus from the system side for execution of the SCAM protocol. 
The signal level is reserved from those in the SCSI bus (writing 1 outputs low on the SCSI data bus). 


(2) SCAM Control Register 









ie Bit 7 


pe pe fe fe 






This register is used to directly access the SCSI control signals from the system side for execution of the SCAM 
protocol. The signal level is reversed from those in the SCSI bus (writing 1 outputs low on the SCSI data bus). 


Note: 


7. When executing the SCAM protocol, set the SCSI driver to the open-drain mode. As for reading the SCSI bus, 
first write O to negate the SCSI driver outputs (Hi-Z) and then, read the SCSI bus. 


2. When returning from SCAM protocol to the normal operation, make sure to initialize the SCAM data bus and 
SCAM control registers by writing 0 at all bits or executing the software reset command. 
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